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OE661−1, Picture D4N-D-130-0: 16 equidistant steps N−Re; N−Ge; N−Be; W−N; PS: −>rgbe setrgbcolor 
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OE661−3, Picture D5N-130-0: Script and Landolt-rings W; Re; Ge; Be; Z; PS operator −>rgbe setrgbcolor 
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OE661−5, Picture D6N-D-130-0: Landolt-rings N−Re; N−Ge; PS operator −>rgbe setrgbcolor 
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OE661−7, Picture D7N-D-130-0: Landolt-rings N−Be; W−N; PS operator −>rgbe setrgbcolor 
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OE661−1, Picture D4Z-Z-130-0: 16 equidistant steps Z−Rd; Z−Gd; Z−Bd; W−N; PS: −>rgbd setrgbcolor 
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OE661−3, Picture D5Z-130-0: Script and Landolt-rings N; Rd; Gd; Bd; W; PS operator −>rgbd setrgbcolor 
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OE661−5, Picture D6Z-Z-130-0: Landolt-rings Z−Rd; Z−Gd; PS operator −>rgbd setrgbcolor 
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OE661−7, Picture D7Z-Z-130-0: Landolt-rings Z−Bd; W−N; PS operator −>rgbd setrgbcolor 
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OE66: Test chart 4m according to ISO 15775, TR 24705; 1MR, DEH
16 step colour scales, letter size, Landolt-rings

    input: rgb (−>rgb*de) setrgbcolor
    output 130-0: gP=1.0; gN=1.0

http://130.149.60.45/~farbmetrik/OE66/OE66L0NA.TXT /.PS; linearized output, Page 1/3
F: Output Linearization (OL) data OE66/OE66L0NA.TXT /.PS in File (F)
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