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25 standard farge for D65
fargetonesirkel: 16 eller 8 trinns
standard display sRGB
rgb data: rgb*e (top)
elementæfargetoner H*, briljans I*,
kulørthet C*: HIC* e (bottom)

R−

Y−

G−

B−

R00Y_100_100*−

1,00_0,00_0,00*−

R25Y_100_100*−

1,00_0,25_0,00*−

R50Y_100_100*−

1,00_0,50_0,00*−
R75Y_100_100*−

1,00_0,75_0,00*−

Y00G_100_100*−

1,00_1,00_0,00*−

Y25G_100_100*−

0,75_1,00_0,00*−

Y50G_100_100*−

0,50_1,00_0,00*−

Y75G_100_100*−

0,25_1,00_0,00*−

G00B_100_100*−

0,00_1,00_0,00*−

G25B_100_100*−

0,00_1,00_0,50*−

G50B_100_100*−

0,00_1,00_1,00*−

G75B_100_100*−

0,00_0,50_1,00*−

B00R_100_100*−

0,00_0,00_1,00*−

B25R_100_100*−

0,50_0,00_1,00*−
B50R_100_100*−

1,00_0,00_1,00*−

B75R_100_100*−

1,00_0,00_0,50*−

R00Y_075_050*−

0,75_0,25_0,25*−

R50Y_075_050*−

0,75_0,50_0,25*−

Y00G_075_050*−

0,75_0,75_0,25*−

Y50G_075_050*−

0,50_0,75_0,25*−

G00B_075_050*−

0,25_0,75_0,25*−

G50B_075_050*−

0,25_0,75_0,75*−

B00R_075_050*−

0,25_0,25_0,75*−

B50R_075_050*−

0,75_0,25_0,75*−

NW_050*−

0,50_0,50_0,50*−
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TUB-prøveplansje PN76; fargetonesirkel; 16 og 8 trinns
25 standard farge for D65

input: rgb/cmyk −> rgb/cmyk
output: ingen endring

http://130.149.60.45/~farbmetrik/PN76/PN76L0NA.TXT /.PS; start output
N: ingen 3D-linearisering (OL) i fil (F) eller PS-startup (S), side 1/2

se lignende filer: http://130.149.60.45/~
farbm

etrik/P
N

76/P
N

76.H
T

M
teknisk inform

asjon: http://w
w

w
.ps.bam

.de eller http://130.149.60.45/~
farbm
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25 standard farge for D65
fargetonesirkel: 16 eller 8 trinns
standard display sRGB
rgb data: rgb*e (top)
elementæfargetoner H*, briljans I*,
kulørthet C*: HIC* e (bottom)

Rd

Yd

Gd

Bd

R00Y_100_100*d

1,00_0,00_0,00*d

R25Y_100_100*d

1,00_0,25_0,00*d

R50Y_100_100*d

1,00_0,50_0,00*d
R75Y_100_100*d

1,00_0,75_0,00*d

Y00G_100_100*d

1,00_1,00_0,00*d

Y25G_100_100*d

0,75_1,00_0,00*d

Y50G_100_100*d

0,50_1,00_0,00*d

Y75G_100_100*d

0,25_1,00_0,00*d

G00B_100_100*d

0,00_1,00_0,00*d

G25B_100_100*d

0,00_1,00_0,50*d

G50B_100_100*d

0,00_1,00_1,00*d

G75B_100_100*d

0,00_0,50_1,00*d

B00R_100_100*d

0,00_0,00_1,00*d

B25R_100_100*d

0,50_0,00_1,00*d
B50R_100_100*d

1,00_0,00_1,00*d

B75R_100_100*d

1,00_0,00_0,50*d

R00Y_075_050*d

0,75_0,25_0,25*d

R50Y_075_050*d

0,75_0,50_0,25*d

Y00G_075_050*d

0,75_0,75_0,25*d

Y50G_075_050*d

0,50_0,75_0,25*d

G00B_075_050*d

0,25_0,75_0,25*d

G50B_075_050*d

0,25_0,75_0,75*d

B00R_075_050*d

0,25_0,25_0,75*d

B50R_075_050*d

0,75_0,25_0,75*d

NW_050*d

0,50_0,50_0,50*d
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TUB-prøveplansje PN76; fargetonesirkel; 16 og 8 trinns
25 standard farge for D65, 3D=0, de=0, cmy0

PE4600L_120830.TXT, 1080 colors, Separation cmy0*

input: rgb/cmyk −> rgbd
output: overføring til cmy0d

http://130.149.60.45/~farbmetrik/PN76/PN76L0NA.TXT /.PS; overføring output
N: ingen 3D-linearisering (OL) i fil (F) eller PS-startup (S), side 2/2

se lignende filer: http://130.149.60.45/~
farbm

etrik/P
N
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25 standard farge for D65
fargetonesirkel: 16 eller 8 trinns
standard display sRGB
rgb data: rgb*e (top)
elementæfargetoner H*, briljans I*,
kulørthet C*: HIC* e (bottom)

R−

Y−

G−

B−

R00Y_100_100*−

1,00_0,00_0,00*−

R25Y_100_100*−

1,00_0,25_0,00*−

R50Y_100_100*−

1,00_0,50_0,00*−
R75Y_100_100*−

1,00_0,75_0,00*−

Y00G_100_100*−

1,00_1,00_0,00*−

Y25G_100_100*−

0,75_1,00_0,00*−

Y50G_100_100*−

0,50_1,00_0,00*−

Y75G_100_100*−

0,25_1,00_0,00*−

G00B_100_100*−

0,00_1,00_0,00*−

G25B_100_100*−

0,00_1,00_0,50*−

G50B_100_100*−

0,00_1,00_1,00*−

G75B_100_100*−

0,00_0,50_1,00*−

B00R_100_100*−

0,00_0,00_1,00*−

B25R_100_100*−

0,50_0,00_1,00*−
B50R_100_100*−

1,00_0,00_1,00*−

B75R_100_100*−

1,00_0,00_0,50*−

R00Y_075_050*−

0,75_0,25_0,25*−

R50Y_075_050*−

0,75_0,50_0,25*−

Y00G_075_050*−

0,75_0,75_0,25*−

Y50G_075_050*−

0,50_0,75_0,25*−

G00B_075_050*−

0,25_0,75_0,25*−

G50B_075_050*−

0,25_0,75_0,75*−

B00R_075_050*−

0,25_0,25_0,75*−

B50R_075_050*−

0,75_0,25_0,75*−

NW_050*−

0,50_0,50_0,50*−
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TUB-prøveplansje PN76; fargetonesirkel; 16 og 8 trinns
25 standard farge for D65

input: rgb/cmyk −> rgb/cmyk
output: ingen endring

http://130.149.60.45/~farbmetrik/PN76/PN76L0NA.TXT /.PS; start output
N: ingen 3D-linearisering (OL) i fil (F) eller PS-startup (S), side 1/2

se lignende filer: http://130.149.60.45/~
farbm

etrik/P
N

76/P
N
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T
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25 standard farge for D65
fargetonesirkel: 16 eller 8 trinns
standard display sRGB
rgb data: rgb*e (top)
elementæfargetoner H*, briljans I*,
kulørthet C*: HIC* e (bottom)

Re

Ye

Ge

Be

R00Y_100_100*e

1,00_0,00_0,00*e

R25Y_100_100*e

1,00_0,25_0,00*e

R50Y_100_100*e

1,00_0,50_0,00*e
R75Y_100_100*e

1,00_0,75_0,00*e

Y00G_100_100*e

1,00_1,00_0,00*e

Y25G_100_100*e

0,75_1,00_0,00*e

Y50G_100_100*e

0,50_1,00_0,00*e

Y75G_100_100*e

0,25_1,00_0,00*e

G00B_100_100*e

0,00_1,00_0,00*e

G25B_100_100*e

0,00_1,00_0,50*e

G50B_100_100*e

0,00_1,00_1,00*e

G75B_100_100*e

0,00_0,50_1,00*e

B00R_100_100*e

0,00_0,00_1,00*e

B25R_100_100*e

0,50_0,00_1,00*e
B50R_100_100*e

1,00_0,00_1,00*e

B75R_100_100*e

1,00_0,00_0,50*e

R00Y_075_050*e

0,75_0,25_0,25*e

R50Y_075_050*e

0,75_0,50_0,25*e

Y00G_075_050*e

0,75_0,75_0,25*e

Y50G_075_050*e

0,50_0,75_0,25*e

G00B_075_050*e

0,25_0,75_0,25*e

G50B_075_050*e

0,25_0,75_0,75*e

B00R_075_050*e

0,25_0,25_0,75*e

B50R_075_050*e

0,75_0,25_0,75*e

NW_050*e

0,50_0,50_0,50*e
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TUB-prøveplansje PN76; fargetonesirkel; 16 og 8 trinns
25 standard farge for D65, 3D=0, de=1, cmy0

PE4600L_120830.TXT, 1080 colors, Separation cmy0*

input: rgb/cmyk −> rgbe
output: overføring til cmy0e

http://130.149.60.45/~farbmetrik/PN76/PN76L0NA.TXT /.PS; overføring output
N: ingen 3D-linearisering (OL) i fil (F) eller PS-startup (S), side 2/2

se lignende filer: http://130.149.60.45/~
farbm
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